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ACCESSORIES
* excluding the free-standing luminaire 9 F S3 (30°)

Description Material/Color Weight For Pin Ø Order no.

For equipment rails: Naturally anodized  0.16 kg 16 mm-W  D13.269.000
25-35 x 8-10 mm  aluminum  with safety catch

Rail mount*

Wall bracket* 

Description Material/Color Weight For Pin Ø Order no.

 Polyamide GF 0.14 kg 16 mm-W  D13.231.000
 Pure white  with safety catch 
   with cable hole

For wall mount

Bedside table adapter* 

Description Material/Color Weight For Pin Ø Order no.

 Galvanized black steel  0.02 kg  16 mm-W   D14.152.000
   with removal guard
Extension adapter on the bedside 
table

Table clamp*

Description Material/Color Weight For Pin Ø Order no.

 Painted polyamide steel 0.350 kg 16 mm-W  D14.228.000 
 Black  with safety catch
Adjustable range:
0-70 mm

Description Material/Color Weight For Pin Ø Order no.

 POM, steel, silver 0.73 kg 16 mm-W  D14.193.000
    with removal guard

Universal mount* for beds

Universal bed adapter for ISS Mounts 
at medical beds (support system for 
ISS poles, traction equipment) with 
integrated mounting

Sleeve size: the adapter is designed for sleeves that are open on both sides with Ø 20-44 mm, length 35-170 mm
Fastening pole length: 400 mm long with 16 mm-W-pin

Connection to Dewert bed motor systems (on request)
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D53.739.000

White shade, painted, washable

D53.718.000

Rattan shade, sewn, not washable

D53.719.000

Foil shade, glued on, washable

Connection to Dewert bed motor systems (on request)

Decor for lampshade

With the universal pin or bed adapter, the AMALIA 

can provide optimum light in resident and patient 

rooms. The optional light decor in a foil print or rattan 

add an individual touch. The plastic cover of the 

goose neck arm makes it easy to clean.  

The AMALIA satisfies the requirements of standards 

EN 60598-1 and EN 60598-2-25 for use in clinical 

environments, ensuring additional safety.

DESIGN VARIANTS 
FOR THE LIGHT SHADES

READING LIGHT – AMALIA


